
The safeSEAL ensures consistency in food safety 
of any kind of sealed packaging, thanks to his

• compact design 

• easy water exit

• durable materials and solid construction 

• highly maneuverable and easy transport

 (3 wheels with brake; one side fl attened)

• suitable to test all sizes of sealable packaging

• easy and foolproof operation, maintenance and repair
Price 

€ 3945 
excl. VAT

The safeSEAL leak detection device checks the consistency 
of the seal and detects small and hidden micro leaks.

VACUUM TESTER “SafeSEAL”: 

when it comes to food safety
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Contact & ordering information:

ImPACKED international
Romershovenstraat 78

BE - 3730 Hoeselt

Tel. +32 89 20 97 50
www.impacked.be

The Vacuum test with the safeSEAL is twofold

1. detecting micro leaks by a visual test.
2. checking the strength of the seal with a manometer.
 The manometer allows to defi ne exactly the sealing value of the product.

safeSEAL - Technical features and parts

Material Anodized aluminium frame (15mm) 
  Plexi tube

Dimensions 550mm (W) x 590mm (H) x 560mm (D)
  Diameter: 500mm 
 
•  Venturi valve
•  Manometer
•  3 wheels brake
•  Measuring scale

We offer adequate after sales service.
Download the manual at our website www.impacked.be.

Due to continuing program of product improvements, specifi cations are subject to change without notice
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 The manometer allows to defi ne exactly the sealing value of the product.

Download the manual at our website www.impacked.be.


